a2 United States Patent

Kawasaki

US009437568B2

10) Patent No.: US 9,437,568 B2
45) Date of Patent: Sep. 6, 2016

(54) METHOD FOR MANUFACTURING
SEMICONDUCTOR DEVICE HAVING A
MULTILAYER INTERCONNECTION

(71) Applicant: Kabushiki Kaisha Toshiba, Minato-ku
(IP)

(72) Inventor: Atsuko Kawasaki, Yokohama (JP)

(73) Assignee: Kabushiki Kaisha Toshiba, Minato-ku
(IP)

*) Notice: Subject to any disclaimer, the term of this
] y
patent is extended or adjusted under 35
U.S.C. 154(b) by 0 days.

(21) Appl. No.: 14/518,389
(22) Filed:  Oct. 20, 2014

(65) Prior Publication Data
US 2015/0162294 Al Jun. 11, 2015

(30) Foreign Application Priority Data
Dec. 11, 2013 (JP) weveervcierrececineercene 2013-256070
(51) Imt.CL
HOIL 21/4763 (2006.01)
HOIL 21/44 (2006.01)
(Continued)
(52) US. CL
CPC ..o HOIL 24724 (2013.01); HOIL 24/19
(2013.01); HOIL 24/82 (2013.01);
(Continued)

(58) Field of Classification Search
CPC ..... HO1L 24/24; HO1L 21/678; HO1L 24/19;
HO1L 24/82; HO1L 2224/281; HOIL

(56) References Cited
U.S. PATENT DOCUMENTS

4,998,665 A 3/1991 Hayashi
7,078,811 B2 7/2006 Suga

(Continued)

FOREIGN PATENT DOCUMENTS

Jp 2002-26123 1/2002
Jp 2003-309221 10/2003
(Continued)

OTHER PUBLICATIONS

Korean Office Action issued Dec. 16, 2015 in Patent Application

No. 10-2014-0139847 (submitting English translation).
Office Action issued on Feb. 17, 2016 in Taiwanese Patent Appli-
cation No. 103134881 (with English language translation).

Primary Examiner — A. Sefer

Assistant Examiner — Dilinh Nguyen

(74) Attorney, Agent, or Firm — Oblon, McClelland,
Maier & Neustadt, L.L.P.

(57) ABSTRACT

Certain embodiments provide a method for manufacturing a
semiconductor device including forming a first interconnec-
tion layer having a first conductive layer and a first insulat-
ing layer which are exposed from a surface of the first
interconnection layer, forming a second interconnection
layer having a second conductive layer and a second insu-
lating layer which are exposed from a surface of the second
interconnection layer, forming a first non-bonded surface on
the surface of the first insulating layer by making a partial
area of the surface of the first insulating layer lower than the
surface of the first conductive layer, the partial area con-
taining surroundings of the first conductive layer, and con-
necting the surface of the first conductive layer and the
surface of the second conductive layer and bonding the
surface of the first insulating layer excluding the first non-
bonded surface and the surface of the second insulating

2224/24146; HO1L 23/49827 layer.
USPC ....ccceeee. 438/618, 666, 406, 637, 675, 735
See application file for complete search history. 13 Claims, 10 Drawing Sheets
J NJ J
— 4 N——A—
29 16b 16b Sb
] [ / { .
: ke
K A +11b

SHIPAIN




US 9,437,568 B2

Page 2
(51) Int. CL (56) References Cited
HOIL 21776 (2006.01) U.S. PATENT DOCUMENTS
HOIL 21/302 (2006.01) o
HOIL 21/461 (2006.01) 7,217,631 B2* 52007 Suga .............. HO1L 23/49827
257/E23.063
HOIL 23/00 (2006.01) 2002/0003307 Al 1/2002 Suga
HOIL 25/065 (2006.01) 2005/0170626 Al 82005 Suga
HOIL 25/00 (2006.01)
FOREIGN PATENT DOCUMENTS
(52) US. (1 Jp 2006-173457 6/2006
CPC ......... HOIL 25/0657 (2013.01); HOIL 25/50 ig ggggéggggé A 1;%8(1)2
(2013.01); HOIL 2224/24146 (2013.01); HOIL W 201126685 AL 89011

2224/821 (2013.01); HOIL 2225/06513
(2013.01); HOIL 2225/06527 (2013.01)

* cited by examiner



U.S. Patent Sep. 6, 2016 Sheet 1 of 10 US 9,437,568 B2

FIG.1

10

///////f
T “11b)
s N

r11a]
+~12a

1\\\\\\\@ J

FIG.2
r /\/ VYAV ADAY . /1?1/ 4 <’ /A 22
NN
D D



U.S. Patent Sep. 6, 2016 Sheet 2 of 10 US 9,437,568 B2

FIG.3

24a 24a

T 774 7 (B 7T 7} s,

NS

15a

FIG.4

24a 24a

> T
ot N N e b \\\ >,

oy
o
e,
i

S, <., . NN,
5, 5, kS ~, 8,0, %5,
R VI A AN VI SRR N

- I y \w\ x; 25a
WRIAY /7 L

PN

FIG.5

26a 254 26a 25a
24a\ _(16a) 242 _(16a)

/NS SAY
NRSNNANNNNNN

E‘a
///*1 4a o
N

4




US 9,437,568 B2

Sheet 3 of 10

FIG.6

Sep. 6, 2016

U.S. Patent

N

7
i
H
b
H
44
e
#4
)
™
T
4
»

Ve

4.:..545 i rreren
L A0 f:,u,;:.? e
- ,,u,m W i}
"N /N N 3
N W i
3 // 5
o » 3
» ATy H
S R T J,,./?ﬂ... ;,:«.Jdui, /w 4552/5; IR YIS
A

2y
oy hr Jff b N d At d 4{.f.$hdl/ hﬂi.f.r!nﬂhff SaNIAR

e
v
r

e IIII}!’
s -t
.«.-1.-‘.4:{.-.-.-‘
1 -
:
T e
AR TR

R A T A G

e !!Jm. P Sy

Q.- BES mﬁ AREEEANR

ot

7
;
::
7

]
s i /rm

p'iv
A

27a

1///::,;(///
s
e e 2 K
oI
AR

Fea g e,

A Lt

L

{2, ooy

e

A

27a

e, sl

T
77 ‘:ﬁ.{;r'”
Sl
Pererrrrre
,:’f;*,’;‘i’fiﬂ;{
,,,,4 Sreest

16a

NN

A Ay e e e ,r.c..v.f.r..-..v.c.o.f.r..-,,

J

ﬂ!dd/ !«J

Fove }aur .:

,
T
-7
3
4
¥

u

r’.-

.:u; p.-.v

:

!._
£

Ry

. ,
orrrrTTEre
ﬁ;ﬁﬁﬁ;ﬁ
ST
.¢¢::Jc¢

,”
SRR #5«; rereek i e R

iy aniaibt iy

?fu//fﬂfa .. R ff/f, A
¢.. ,_

v oy
5 u

s,
ek
ot

f

AN

o

27a
74

Zz
AN
—

D

a2

KV
2]a
27a

LN



U.S. Patent Sep. 6, 2016 Sheet 4 of 10 US 9,437,568 B2

FIG.9

7//*///&(,/;%%1431”6
OUBRUONOINONNNNY

FIG.10

26b 26b

- M,mi agfeb : {-\ﬁl -
({ \ \\/\\,:\ ’f > C \\AN/\/ 14b|
i)




US 9,437,568 B2

Sheet 5 of 10

Sep. 6, 2016

U.S. Patent

11

FIG.

O [}
y— —
— —
A A
r Y 3
0 0 Y ©
— < <t b
N = - o

Sb
Sa

A II oy

S\
D

™

16b
\
16a

tF

\
16a

DO

2

AN
Y

~D
=D

Y
}
d P
2 Y 9
N ] 1 M\“
4 b i
Eer ) 7
A ol b
\n.... [0 i
R T e R AT A
um. 72 b..nv.,».c‘i.{ L ey hw.:{\_«vv..%
o 7 a7
\.1\\ “.. ] H *i
441 i E
e d B \W
i e i
o] ) i
oy . whedy e {
res T R e T T prr—
\\L.m\\ni \\\sn\\\nmm..t\nsw\. Py e b ST e red
% /AN g
# “& : by
\\“ Al P e
iad #ad ko ]
£ ] 0] 1l
o] s el ey
iy fdA bt o (Y]
o i - yrrs Ao b -
hn FHLE \&n AR Crd A Rk ST L Hn EE nw AL
W L A R R )
IS o e
7 2 i &
v o+ F] “\\_
7 5 e i
ks gl bt ¥
] 3 L o
[ 7
R ooy rcnri b prroctsretimrraesrecdirracasreaediracasrencs.
..... c...m\vvtm.._e m\\v!mu.nd._.wﬁkumu.ni._ vkuwumuuuw Erras ey p
4
....\ e \
[
7 /
- nh
7 : 2
7 4 2
‘Y] ¥
gt u.\\ T T R T T \_ e nnrrrnsres nrooss
l.;_S‘t... st sl \n\‘u._‘uuu“t\\b\v A A \&\vlu\....t\s\a. AT
v

\

23

(34 &1

R RR
2

%2
L
3 i
22 7
7 i
...3..-..w.,......mx\n..‘.....:...........:{\.. ey ]
uv..\\\.-..v\.\..vsn.vu\.\.rvvu\\ e uvu ek A N
b 2 el
£ by s
g8 p g
Y by 1]
ol _‘_v“
[l e
5y ]



U.S. Patent Sep. 6, 2016 Sheet 6 of 10 US 9,437,568 B2

///////// gl

\m\\\\\\\ G

FIG.14

116a 116a

S

it
N

/




U.S. Patent Sep. 6, 2016 Sheet 7 of 10 US 9,437,568 B2

FIG.16

100
v

+111b

r111a

<
OO



U.S. Patent

Sep. 6, 2016 Sheet 8 of 10 US 9,437,568 B2
FIG.17
274 2700
26a 26a k )
i{i 16 16 N
e ANNY
/ NN RS i 34a
W4 M 31a
; \ ; \ 12a
FIG.18
26b 26b .
16b 16b

A

Y

N

ey

N

}jgy
N

S e N
Y N

s
N

NN
L

s;
&34"’ 31b

L N\.]Z.

ZE




U.S. Patent Sep. 6, 2016 Sheet 9 of 10 US 9,437,568 B2

| | , |

r31a

r31b

v 31a




US 9,437,568 B2

Sheet 10 of 10

Sep. 6, 2016

U.S. Patent

FIG.21

14a(34a)

r [

3 m.w,“',/
b oy b B
T Ty L A

'y

#*y

I
a
.
e

SRR

i o )
SRR
0
:
;
& V
T T T

Crrrms
RAars

A o o
&pnuw.#{hm.rr AN AR T R
L3 A\
y & N
ety % o b ™~
§ S o S o -
I3 v ul i) b
N ___® 3 8 Y
T R T e e L T T T LD} XESTS S ey e )
[ o5 S R SRR SRR £ :

R ,.,r.,.ﬁm?{aﬁ.;_m?:?//m

|1 o
w /1
i
[ il
S
N,

A

7
4

Ar!
[
Z

Y

revee
SRR 133

2
47

2N ”{A{W{r{»ﬁ TN N N

™ ; !
4 At
[ v} [y
L . E
N M A
. ) s

N T T LT, DT

.“., St .ferﬂ FLM.V/((M; ”..?U’,_.r Bt

3 i —

i m 3]

« B -

...u [N o

W n,_ o ) o

T T e Ty fla%
—

\
hprssapesSress,

PRy A A

e .\l‘\ \l‘\} sﬁ\l‘\
H ol

“ 7

l £

v ¥

’

o

)
A

e
PRRRRS

Qe

v #
; :

e i)
R

P LT 1 g £ ¥ gttt - i A
L o R T L

s

A
N b i
i e
ol r _n ]
i
b :

R S S Y R S L Lo
e e b e e e e N L A A
E2d (A

&y
& bt
e

\
:_:..:._\:_..:.:
IR FENCY ST SR LI IR

Fhy
al
b
\\\_ ‘
¢ el
)

4
v
Y
Y
o
v
o

:
2
.
H
%
3
v
M
al
v
M
L

L g, o
e S Ny SR S R
. -
SRR
et e .Pm‘gAZ"J
.
BEEERNYRIRAEES
.

720

; .
SRR o
sy .‘.\-lﬂ.h ‘..“\.. Al .m“.r‘-\p.

el
ws‘ .

»
R

¢YTTTTEr g
..‘.\\ﬂw.nw- .‘.\\P_s.
e

i
R
l\r“'n
5
"y
¥

ok}

¢
.
!
.-
-
o
4
[
I
¥
ey
et

4 ST ARG
SRR
Uty N
RAIEAAY
ST

LT

]
B
hrd
4
revt et e e rovrrrrr rrorry e
B A e A e A e w A T Y AT
i b e Sy i A s b e A Vet

= B o s :
A At G Y A A A

¥
i i ! $
'Y b by \M
) ko ) b
i 4
i i) “\_
She H o
'y i1 iy
oy o

v,
rm Frrrrd O —— i
R e R A e e
A sy e Arleir ey e st A A e
»

H P .
’

(il FrA -

WAy \n‘\n\ "

T
3

&x"c‘s&—'f's

N

-
3

-

&
3
3

i
b
:‘-,
3y

&

=

.

£

»

it



US 9,437,568 B2

1
METHOD FOR MANUFACTURING
SEMICONDUCTOR DEVICE HAVING A
MULTILAYER INTERCONNECTION

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is based upon and claims the benefit of
priority from the prior Japanese Patent Application No.
2013-256070 filed in Japan on Dec. 11, 2013; the entire
contents of which are incorporated herein by reference.

FIELD

Embodiments described herein relate generally to a
method for manufacturing semiconductor device and a semi-
conductor device.

BACKGROUND

With increasingly higher degrees of integration and func-
tionality of semiconductor integrated circuits in recent years,
research on semiconductor devices having a multilayer
interconnection layer in which wires are stacked in the
vertical direction is under way.

The following method is known as a method for manu-
facturing a multilayer interconnection layer included in such
a type of semiconductor devices. First, a first interconnec-
tion layer is formed on a first semiconductor substrate. The
first interconnection layer has a surface polished by the CMP
(Chemical Mechanical Polishing) method. In the surface, a
conductive layer such as a wire or a through hole conductive
material, and an insulating layer are exposed. Subsequently,
a second interconnection layer is formed on a second
semiconductor substrate. The second interconnection layer
has a surface polished by the CMP method. In the surface,
a conductive layer such as a wire or a through hole conduc-
tive material, and an insulating layer are exposed. Next, the
surface of the first interconnection layer and the surface of
the second interconnection layer are bonded as solid state
bonding by applying a pressure welding load to the first
semiconductor substrate and the second semiconductor sub-
strate. In this manner, the multilayer interconnection layer is
manufactured.

A semiconductor device including the multilayer inter-
connection layer manufactured as described above is manu-
factured by solid state bonding of the surface of the first
interconnection layer and the surface of the second inter-
connection layer and therefore, electromagnetic radiation
noise can easily be suppressed. Further, the semiconductor
device including the multilayer interconnection layer manu-
factured as described above is manufactured by solid state
bonding of through hole conductive materials and therefore,
a wire can be made shorter and manufactured easily.

In the above manufacturing method of the semiconductor
device, a manufacturing method capable of manufacturing a
more reliable semiconductor device by reliably bonding a
conductive layer exposed from the surface of the first
interconnection layer and a conductive layer exposed from
the surface of the second interconnection layer is desired.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a sectional view schematically showing princi-
pal portions of a semiconductor device manufactured by a
method for manufacturing a semiconductor device accord-
ing to a first embodiment;
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FIG. 2 is a sectional view corresponding to FIG. 1 and
illustrating the method for manufacturing the semiconductor
device according to the first embodiment;

FIG. 3 is a sectional view corresponding to FIG. 1 and
illustrating the method for manufacturing the semiconductor
device according to the first embodiment;

FIG. 4 is a sectional view corresponding to FIG. 1 and
illustrating the method for manufacturing the semiconductor
device according to the first embodiment;

FIG. 5 is a sectional view corresponding to FIG. 1 and
illustrating t the method for manufacturing the semiconduc-
tor device according to the first embodiment;

FIG. 6 is a sectional view corresponding to FIG. 1 and
illustrating the method for manufacturing the semiconductor
device according to the first embodiment;

FIG. 7 is a plan view when a first semiconductor wafer in
a process shown in FIG. 6 is viewed from above;

FIG. 8 is a sectional view corresponding to FIG. 1 and
illustrating the method for manufacturing the semiconductor
device according to the first embodiment;

FIG. 9 is a sectional view corresponding to FIG. 1 and
illustrating the method for manufacturing the semiconductor
device according to the first embodiment;

FIG. 10 is a sectional view corresponding to FIG. 1 and
illustrating the method for manufacturing the semiconductor
device according to the first embodiment;

FIG. 11 is a sectional view corresponding to FIG. 1 and
illustrating the method for manufacturing the semiconductor
device according to the first embodiment;

FIG. 12 is a plan view schematically showing a bonded
area of a first insulating layer and a second insulating layer
and a non-bonded area;

FIG. 13 is a sectional view corresponding to FIG. 1 and
illustrating the method for manufacturing the semiconductor
device according to the first embodiment;

FIG. 14 is a sectional view illustrating the method for
manufacturing a semiconductor device according to a com-
parative example;

FIG. 15 is a sectional view illustrating the method for
manufacturing the semiconductor device according to the
comparative example;

FIG. 16 is a sectional view illustrating the method for
manufacturing the semiconductor device according to the
comparative example;

FIG. 17 is a sectional view illustrating a method for
manufacturing the semiconductor device according to a
second embodiment;

FIG. 18 is a sectional view illustrating the method for
manufacturing the semiconductor device according to the
second embodiment;

FIG. 19 is a sectional view illustrating the method for
manufacturing the semiconductor device according to the
second embodiment;

FIG. 20 is a sectional view illustrating the method for
manufacturing the semiconductor device according to the
second embodiment;

FIG. 21 is a plan view when the first semiconductor wafer
in which a resist layer according to a modification is formed
is viewed from above; and

FIG. 22 is a plan view schematically showing the bonded
area of the first insulating layer and the second insulating
layer and the non-bonded area when a lower layer portion
and an upper layer portion are bonded by solid state bonding
in the process after the resist layer according to the modi-
fication is formed.

DESCRIPTION OF THE EMBODIMENTS

Certain embodiments provide a method for manufactur-
ing a semiconductor device including forming a first inter-
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connection layer on a first substrate, the first interconnection
layer having a first conductive layer and a first insulating
layer which are exposed from a surface of the first inter-
connection layer, forming a second interconnection layer on
a second substrate, the second interconnection layer having
a second conductive layer and a second insulating layer
which are exposed from a surface of the second intercon-
nection layer, forming a first non-bonded surface on the
surface of the first insulating layer by making a partial area
of the surface of the first insulating layer lower than the
surface of the first conductive layer, the partial area con-
taining surroundings of the first conductive layer, and elec-
trically connecting the surface of the first conductive layer
and the surface of the second conductive layer and also
bonding the surface of the first insulating layer excluding the
first non-bonded surface and the surface of the second
insulating layer.

Certain embodiments provide a semiconductor device
including a first interconnection layer including a first con-
ductive layer and a first insulating layer, the first intercon-
nection layer including a first non-bonded surface from
which the first conductive layer projects in a convex form,
the first non-bonded surface being a partial area of a surface
of the first insulating layer and containing the surface of the
first insulating layer of a circumference of the first conduc-
tive layer, and a second interconnection layer including a
second conductive layer and a second insulating layer, the
second conductive layer being bonded to the surface of the
first conductive layer and the second insulating layer being
bonded to the surface of the first insulating layer excluding
the first non-bonded surface.

The manufacturing method of a semiconductor device and
the semiconductor device according to the embodiments will
be described below.

First Embodiment

FIG. 1 is a sectional view schematically showing princi-
pal portions of a semiconductor device 10 manufactured by
a method for manufacturing a semiconductor device accord-
ing to a first embodiment. The semiconductor device 10
shown in FIG. 1 includes a multilayer interconnection layer
11 formed by mutual solid state bonding of a lower layer
portion 11q as a first portion and an upper layer portion 115
as a second portion.

That is, the lower layer portion 11a as the first portion
includes a first substrate 124 and a first interconnection layer
134 formed on the first substrate 12a. The first interconnec-
tion layer 13a includes a first conductive layer such as a first
wire 15a and a first through hole conductive material 16a
and a first insulating layer 14a. The first conductive layer is
formed inside the first insulating layer 14a. The illustrated
first wire 154 is the top layer wire of the first interconnection
layer 13a and the first interconnection layer 13a may have
a multilayer interconnection structure including the top layer
wire 15a.

The first insulating layer 14a as an insulating area and, for
example, the first through hole conductive material 16a as a
conductive area are exposed from the surface of the first
interconnection layer 13a. The insulating area comprised of
the first insulating layer 14q is recessed in a portion thereof
and the first through hole conductive material 16a as a
conductive area is exposed by being projected in a convex
form from a recessed area of the insulating area. In the
description that follows, the bottom of the recessed area of
the first insulating layer 14a will be called a first non-contact
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surface. The first through hole conductive material 16a
projects in a convex form from the first non-contact surface.

A first bonded surface Sa is formed from such an insu-
lating area and a conductive area, that is, the surface of the
first insulating layer 14a excluding the first non-contact
surface and the top end surface of the first through hole
conductive material 164.

The upper layer portion 115 as the second portion simi-
larly includes a second substrate 125 and a second intercon-
nection layer 135 formed on the second substrate 125. The
second interconnection layer 134 includes a conductive
layer such as a second wire 155 and a second through hole
conductive material 165 and a second insulating layer 145.
The second conductive layer is inside the second insulating
layer 14b. The illustrated second wire 155 is the top layer
wire of the second interconnection layer 135 and the second
interconnection layer 135 may have a multilayer intercon-
nection structure including the top layer wire 155.

The second insulating layer 145 as an insulating area and,
for example, the second through hole conductive material
165 as a conductive area are exposed from the surface of the
second interconnection layer 135. The insulating area com-
prised of the second insulating layer 145 is recessed in a
portion thereof and the second through hole conductive
material 165 as a conductive area is exposed by being
projected in a convex form from a recessed area of the
insulating area. In the description that follows, the bottom of
the recessed area of the second insulating layer 145 will be
called a second non-contact surface. The second through
hole conductive material 165 projects in a convex form from
the second non-contact surface.

A second bonded surface Sb is formed from such an
insulating area and a conductive area, that is, the surface of
the second insulating layer 145 excluding the second non-
contact surface and the top end surface of the second through
hole conductive material 165 exposed from the surface of
the second insulating layer.

Then, the multilayer interconnection layer 11 of the
semiconductor device 10 shown in FIG. 1 is formed by solid
state bonding of the first bonded surface Sa of the lower
layer portion 11a and the second bonded surface Sb of the
upper layer portion 115 and also by solid state bonding of the
conductive area (top end surface of the first through hole
conductive material 16a) of the first bonded surface Sa of the
lower layer portion 11a and the conductive area (top end
surface of the second through hole conductive material 165)
of the second bonded surface Sb of the upper layer portion
1156 and by a first non-bonded surface of the lower layer
portion 11a and a second non-bonded surface of the upper
layer portion 115 being mutually spaced. As a result, the
lower layer portion 11a and the upper layer portion 115 are
bonded such that a space is formed between the first non-
bonded surface and the second non-bonded surface.

Though not illustrated, semiconductor devices such as
transistors, capacitors and the like are actually formed in
each of the lower layer portion 11a and the upper layer
portion 114.

The multilayer interconnection layer 11 as described
above is used as, for example, an interconnection layer
electrically connecting a sensor unit provided in the upper
layer portion 115 to receive light and a logic circuit provided
in the lower layer portion 11a to process a signal obtained by
the sensor unit.

The method for manufacturing the semiconductor device
10 shown in FIG. 1 will be described below with reference
to FIGS. 2 to 13. Each of FIGS. 2 to 13 excluding FIGS. 7
and 12 is a sectional view corresponding to FIG. 1 and
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illustrating the method for manufacturing the semiconductor
device 10 according to the first embodiment. FIG. 7 is a plan
view when a first semiconductor wafer in a process shown
in FIG. 6 is viewed from above and FIG. 12 is a plan view
schematically showing a bonded area of a first insulating
layer and a second insulating layer and a non-bonded area.

First, the lower layer portion 11a (FIG. 1) as the first
portion will be manufactured. First, as shown in FIG. 2, a
first insulating material 22a to be a portion of the first
insulating layer 14a (FIG. 1) is formed on the surface of a
first semiconductor wafer 21a and the first wire 154 as an
example of the conductive layer is formed on the surface of
the first insulating material 22a. The first semiconductor
wafer 21a is an example of a first wafer to be the first
substrate 12a (FIG. 1) later. The first semiconductor wafer
21a is made of silicon or the like and the first wire 15a is
made of metal such as copper, aluminum alloy or the like,
polysilicon doped with impurities, silicide and the like. The
first insulating material 22a is made of silicon oxide, silicon
nitride or the like.

An area D between two dotted lines shown in FIG. 2 is a
cut area D (dicing line D) cut in a dicing process described
later. The first wire 15a described above is actually formed
in each area on the surface of the first insulating material 22a
partitioned by the grid-like dicing lines D.

Next, as shown in FIG. 3, a second insulating material 23a
made of silicon oxide, silicon nitride or the like is formed on
the surface of the first insulating material 22« including the
first wire 15a. Then, a plurality of through holes 24a
including through holes reaching the first wire 15a are
formed in the second insulating material 23a using tech-
nologies of photolithography and dry etching.

Incidentally, the first insulating layer 14q is formed from
the above first insulating material 22¢ and the second
insulating material 23a stacked thereon.

Next, as shown in FIG. 4, a conductive layer 254 made of,
for example, copper is formed such that the whole first
insulating layer 14a is covered and the plurality of through
holes 244 is all filled.

Next, as shown in FIG. 5, the conductive layer 254 is
polished by the CMP method until the surface of the first
insulating layer 14a is exposed to planarize the surface of the
first insulating layer 14a including the conductive layer 25a.
The conductive layer 25q filling the through hole 24a
becomes the first through hole conductive material 16a by
this process.

The top end surface of the first through hole conductive
material 16a and the surface of the first insulating layer 14a
are substantially planarized in this process, but the first
through hole conductive material 16a made of copper or the
like has hardness lower than that of the first insulating layer
14a made of silicon oxide, silicon nitride or the like and
therefore, the surface of the first through hole conductive
material 16a is dented like a dish and becomes lower than
the surface of the first insulating layer 14a by CMP. That is,
a dishing portion 26a dented like a dish is formed on the top
end surface of the first through hole conductive material 16a.

By the above process, the first bonded surface Sa includ-
ing the insulating area where the first insulating layer 14q is
exposed on the surface of the first interconnection layer 13a
of the lower layer portion 1la as the first portion and the
conductive area where the top end surface (dishing portion
26a) of the first through hole conductive material 16a is
exposed is formed.

Next, as shown in FIG. 6, a resist layer 274 is formed on
the dicing line D and the periphery thereof (that is, on the
surface of the periphery of the first insulating layer 14q) in
the insulating area exposed from the first bonded surface Sa.
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The resist layer 27a is formed by applying a resist material
to the surface of the first insulating layer 14a including the
surface of the first through hole conductive material 16a and
removing an unnecessary portion of the resist material after
undergoing exposure and development processes.

Here, as shown in FIG. 7, the dicing line D is generally
formed like a grid for the first semiconductor wafer 21a.
Thus, the formed resist layer 27a is similarly formed like a
grid on the surface of the first insulating layer 14a formed on
the first semiconductor wafer 21a. Actually, in addition to
the first insulating layer 14a, the first through hole conduc-
tive material 16a is also exposed from the area surrounded
by the resist layer 27a, but the first through hole conductive
material is omitted in FIG. 7.

Next, as shown in FIG. 8, the first insulating layer 14a is
selectively etched by the reactive ion etching method until
the height of the surface of the center portion of the first
insulating layer 14a exposed from the resist layer 27a
(insulating area of the first bonded surface Sa exposed from
the resist layer 27q) is substantially as high as the bottom of
the dishing portion 26a of the first through hole conductive
material 16a. The reactive ion etching is selective and also
anisotropic and therefore, the height of the surface of the
center portion of the first insulating layer 14a can be made
substantially equal to the height of the bottom of the dishing
portion 26a by microprocessing of the first insulating layer
14a.

By this process, the height of the center portion as a partial
area containing the surroundings of each of the first through
hole conductive materials 16a of the insulating area of the
first bonded surface Sa falls below the top end surface of
each of the first through hole conductive materials 16a as the
conductive area and a first non-bonded surface as the bottom
of'a concave area is formed in a partial area of the insulating
area of the first bonded surface Sa. Then, each of the first
through hole conductive materials 16a projects from the first
non-bonded surface in a convex form.

In the etching process, the first through hole conductive
material 16a only needs to project from the surface (first
non-bonded surface) of the surrounding first insulating layer
14a in a convex form. Therefore, etching may be performed
such that the height of the surface of the first insulating layer
14a exposed from the resist layer 27a becomes, for example,
lower than the bottom of the dishing portion 264 of the first
through hole conductive material 16a.

Lastly, as shown in FIG. 9, the resist layer 27q is removed
by, for example, ashing. In this manner, the lower layer
portion 11a of the semiconductor device 10 including the
first bonded surface Sa constituted of the insulating area
formed of the surface of the first insulating layer 14a
excluding the first non-bonded surface and the conductive
area formed of the top end surface of the first through hole
conductive material 16a projecting from the first non-
bonded surface in a convex form is formed.

Subsequently, as shown in FIG. 10, the upper layer
portion 115 of the semiconductor device 10 including the
second bonded surface Sb constituted of the insulating area
formed of the surface of the second insulating layer 145
excluding the second non-bonded surface and the conduc-
tive area formed of the top end surface of the second through
hole conductive material 165 projecting from the second
non-bonded surface in a convex form is formed. In the
formed upper layer portion 114, a dishing portion 266 is
formed on the top end surface of the second through hole
conductive material 165.
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Next, the first bonded surface Sa of the lower layer
portion 11a and the second bonded surface Sb of the upper
layer portion 115 are surface-treated. That is, the first and
second bonded surfaces Sa, Sb are activated. Then, as shown
in FIG. 11, the lower layer portion 11a and the upper layer
portion 115 are arranged opposite to each other in a vacuum
or in an atmosphere of an inert gas such that a space 28 is
formed between the first non-bonded surface and the second
non-bonded surface and also the insulating area of the first
bonded surface Sa and the insulating area of the second
bonded surface Sb are matched and the conductive area of
the first bonded surface Sa and the conductive area of the
second bonded surface Sb are matched. Then, solid state
bonding of the first through hole conductive material 16a
and the second through hole conductive material 165 is
caused and also a hydrogen bond of the periphery of the first
insulating layer 144 and that of the second insulating layer
14b are caused by applying pressure welding loads F, F to
the first semiconductor wafer 21a of the lower layer portion
11a and a second semiconductor wafer 216 of the upper
layer portion 115 under a low temperature condition of
about, for example, 150° C. Then, the bonded semiconduc-
tor wafers 21a, 215 are heat-treated at about, for example,
400° C. In this manner, the first through hole conductive
material 164 and the second through hole conductive mate-
rial 165 are bonded by a metallic bond and the first insu-
lating layer 14a and the second insulating layer 145 are
bonded by a covalent bond. Because the conductive area of
the first bonded surface Sa is convex with respect to the
insulating area of the first bonded surface Sa in the sur-
roundings and also the conductive area of the second bonded
surface Sb is convex with respect to the insulating area of the
second bonded surface Sb in the surroundings, solid state
bonding of the first through hole conductive material 16a
and the second through hole conductive material 165 con-
stituting the conductive areas of both can reliably be
achieved. Then, a portion of the first through hole conduc-
tive material 16a and a portion of the second through hole
conductive material 165 that are bonded to each other by
solid state bonding are arranged inside the space 28.

As shown in FIGS. 11 and 12, a bonded area ] where the
periphery of the first insulating layer 14a and that of the
second insulating layer 145 are bonded by a covalent bond
is provided like a grid along the dicing line D. That is, a
non-bonded area NJ including the first non-contact surface
of the first insulating layer 14a and the second non-contact
surface of the second insulating layer 145 becomes an area
surrounded by the bonding areas J of both.

Lastly, as shown in FIG. 13, the lower layer portion 11a
and the upper layer portion 115 are cut along the dicing line
D. That is, the first semiconductor wafer 21a, the first
insulating layer 14a, the second insulating layer 145, and the
second semiconductor wafer 215 on the dicing line D are
cut. Accordingly, a plurality of the semiconductor devices 10
is manufactured collectively. In the semiconductor device 10
manufactured as described above, the space 28 is formed in
the non-bonded area NJ of the first insulating layer 14a and
the second insulating layer 145 and the space 28 is sur-
rounded by the bonding areas I of the first insulating layer
14a and the second insulating layer 145.

In the method for manufacturing the semiconductor
device 10 and the semiconductor device 10 according to an
embodiment, as described above, the first through hole
conductive material 16a as a conductive layer of the lower
layer portion 1la is projected from the first non-contact
surface provided in the surrounding first insulating layer 14a
in a convex form and also the second through hole conduc-
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tive material 165 as a conductive layer of the upper layer
portion 115 is projected from the second non-contact surface
provided in the surrounding second insulating layer 1454 in
a convex form and then, these through hole conductive
materials are bonded by solid state bonding. Thus, even if
the dishing portion 26a is formed on the top end surface of
the first through hole conductive material 16a by the CMP
method and the dishing portion 265 is formed on the top end
surface of the second through hole conductive material 165,
these through hole conductive materials can reliably be
bonded. Therefore, electric bonding of the first through hole
conductive material 16a and the second through hole con-
ductive material 165 can reliably be achieved and the
semiconductor device 10 superior in reliability can be manu-
factured.

Also in the method for manufacturing the semiconductor
device 10 and the semiconductor device 10 according to an
embodiment, when the lower layer portion 11a and the upper
layer portion 116 are bonded, the periphery surface of the
first insulating layer 14a of the lower layer portion 11a and
the periphery surface of the second insulating layer 145 of
the upper layer portion 115 are bonded by solid state
bonding. Then, the first through hole conductive material
164 and the second through hole conductive material 165 are
mutually bonded by solid state bonding inside the non-
bonded area NJ (inside the space 28 between the first
non-contact surface and the second non-contact surface)
surrounded by the bonded areas J of the first insulating layer
14a and the second insulating layer 144. Thus, in the
manufactured semiconductor device 10, the first through
hole conductive material 16a and the second through hole
conductive material 165 mutually bonded by solid state
bonding are arranged in the space 28 so as to be surrounded
by the bonded areas J of the first insulating layer 14a and the
second insulating layer 145. Therefore, defects of the first
through hole conductive material 16a¢ and the second
through hole conductive material 1656 by intrusion of a
chemical from outside the semiconductor device 10 can be
suppressed from arising.

Further, in the method for manufacturing the semicon-
ductor device 10 and the semiconductor device 10 according
to an embodiment, the area D cut in the dicing process as the
final process is the bonded area J where the first insulating
layer 14a and the second insulating layer 145 are bonded by
a covalent bond. Thus, in the dicing process, the first
insulating layer 14a and the second insulating layer 145 are
also suppressed from being damaged (chipped).

In the method for manufacturing the semiconductor
device 10 and the semiconductor device 10 according to an
embodiment, as described above, defects of the first through
hole conductive material 16a and the second through hole
conductive material 165 by intrusion of a chemical are
suppressed from arising and also the first insulating layer
14a and the second insulating layer 145 are suppressed from
being damaged (chipped) in the dicing process. Therefore,
the semiconductor device 10 more superior in reliability can
be manufactured with high yields.

Further, in the method for manufacturing the semicon-
ductor device 10 and the semiconductor device 10 according
to an embodiment, the surface of the first insulating layer
14a of the lower layer portion 11a and the surface of the
second insulating layer 145 of the upper layer portion 116
are bonded by a covalent bond and thus, the lower layer
portion 11a and the upper layer portion 116 are bonded
strongly. Therefore, the semiconductor device 10 more supe-
rior in reliability can be manufactured.
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In contrast, a method for manufacturing a semiconductor
device simply capable of reliably bonding a first through
hole conductive material and a second through hole con-
ductive material will be described as a comparative example
of the method for manufacturing the semiconductor device
according to the present embodiment with reference to
FIGS. 14 to 16. Each of FIGS. 14 to 16 is a sectional view
illustrating the method for manufacturing a semiconductor
device according to the comparative example. In FIGS. 14
to 16, the same reference numerals are attached to the same
portions as those in the present embodiment.

In the method for manufacturing a lower layer portion
111a of a semiconductor device according to the compara-
tive example, the surface of a first insulating layer 114a
where a first through hole conductive material 116a is
exposed is planarized by the CMP method after undergoing
each process shown in FIGS. 2 to 5 and then, as shown in
FIG. 14, the whole surface of a first insulating layer 114q is
etched without forming a resist layer on the surface of the
first insulating layer 114a to project the first through hole
conductive material 1164 in a convex form.

Also in the manufacture of an upper layer portion 1115,
though an illustration thereof is omitted, the surface of a
second insulating layer 1145 where a second through hole
conductive material 1165 is exposed is planarized by the
CMP method and then, the whole surface of a second
insulating layer 1146 is etched without forming a resist layer
on the surface of the second insulating layer 1145 to project
the second through hole conductive material 1165 in a
convex form.

Thereafter, the surface of the lower layer portion 111a
where the first through hole conductive material 116a proj-
ects from the first insulating layer 1144 in a convex form and
the surface of the upper layer portion 1115 where the second
through hole conductive material 1165 projects from the
second insulating layer 1145 in a convex form are made
clean surfaces by cleaning in a vacuum and then, as shown
in FIG. 15, the lower layer portion 111a and the upper layer
portion 1115 are arranged opposite to each other such that
the first through hole conductive material 116a and the
second through hole conductive material 1165 are matched
in a vacuum or in an atmosphere of an inert gas. Then, the
first through hole conductive material 116a and the second
through hole conductive material 1165 are bonded by solid
state bonding by applying pressure welding loads F, F to a
first semiconductor wafer 121a of the lower layer portion
111a and a second semiconductor wafer 1215 of the upper
layer portion 1115.

Then, as shown in FIG. 16, the lower layer portion 111a
and the upper layer portion 1115 are cut along the dicing line
D in the final process to manufacture a plurality of semi-
conductor devices 100 together.

Also in the method for manufacturing the semiconductor
device 100 according to the comparative example as
described above, the first through hole conductive material
1164 as a conductive layer of the lower layer portion 111a
is projected from the surrounding first insulating layer 114a
in a convex form and also the second through hole conduc-
tive material 1165 as a conductive layer of the upper layer
portion 1115 is projected from the surrounding second
insulating layer 1145 in a convex form and then, these
through hole conductive materials are bonded by solid state
bonding. Therefore, the first through hole conductive mate-
rial 116a and the second through hole conductive material
1165 can reliably be bonded.

However, in the semiconductor device 100 manufactured
as described above, as shown in FIG. 16, a gap 128 is formed

10

15

20

25

30

35

40

45

50

55

60

65

10

between the first insulating layer 114a and the second
insulating layer 11454. Then, the gap 128 is exposed from the
side face of the device 100. Therefore, defects of the first
through hole conductive material 116a¢ and the second
through hole conductive material 1165 are caused by intru-
sion of a chemical from outside the semiconductor device
100. Therefore, when compared with the semiconductor
device 10 manufactured by the method for manufacturing
the semiconductor device according to the present embodi-
ment, the semiconductor device 100 manufactured by the
manufacturing method according to the comparative
example is inferior in reliability. Further, because the gap
128 arises between the first insulating layer 114a and the
second insulating layer 1145 on the dicing line D, the first
insulating layer 114a or the second insulating layer 1145
may be damaged (chipped) when the first insulating layer
1144 and the second insulating layer 1145 are cut along the
dicing line D. Therefore, when compared with the semicon-
ductor device 10 manufactured by the method for manufac-
turing the semiconductor device according to the present
embodiment, the semiconductor device 100 manufactured
by the manufacturing method according to the comparative
example is inferior in reliability and also manufacturing
yields decrease.

That is, according to the method for manufacturing the
semiconductor device 10 according to the present embodi-
ment, when compared with the manufacturing method of the
semiconductor device 100 according to the comparative
example, semiconductor devices more superior in reliability
can be manufactured with high yields.

In the method for manufacturing the semiconductor
device 10 and the semiconductor device 10 according to the
first embodiment, the first through hole conductive material
16a of the lower layer portion 1la is projected from the
surrounding first insulating layer 14a (first non-contact
surface) in a convex form and also the second through hole
conductive material 165 of the upper layer portion 115 is
projected from the surrounding second insulating layer 145
(second non-contact surface) in a convex form and then,
these through hole conductive materials are bonded by solid
state bonding. However, both through hole conductive mate-
rials may reliably be bonded by solid state bonding by
projecting only one of through hole conductive materials
from the surrounding insulating layer in a convex form
without the need to project the other through hole conduc-
tive material from the surrounding insulating layer. Herein-
after, the manufacturing method will be described.

Second Embodiment

A method for manufacturing the semiconductor device
according to the second embodiment will be described
below with reference to FIGS. 17 to 20. Each of FIGS. 17
to 20 is a sectional view illustrating the method for manu-
facturing the semiconductor device according to the second
embodiment. In each figure, the same reference signs are
attached to the same portions as those of a semiconductor
device according to the first embodiment.

According to this manufacturing method, in a lower layer
portion 31a as a first portion, after a resist layer 27a is
formed on the surface of a first insulating layer 34a by
undergoing each process shown in FIGS. 2 to 7, as shown in
FIG. 17, the first insulating layer 34a exposed from the resist
layer 27a is etched. The etching is performed until the first
insulating layer 34a is as high as the bottom of the dishing
portion 264 of the first through hole conductive material 16a
or becomes lower. Accordingly, a first non-contact surface is
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formed on the surrounding first insulating layer 34a of the
first through hole conductive material 16a.

Then, after such an etching process being performed, the
resist layer 27a is removed. The first through hole conduc-
tive material 16a projects in a big way from the surface (first
non-contact surface) of the first insulating layer 34q after the
resist layer 27a being removed. An insulating area made of
the surface of the first insulating layer 34a excluding such a
first non-contact surface and a conductive area made of the
top end surface of the first through hole conductive material
164 become a first bonded surface Sa'.

On the other hand, in an upper layer portion 315 as a
second portion, as shown in FIG. 18, the conductive layer
(conductive layer to become the second through hole con-
ductive material 164) is polished by the CMP method until
the surface of a second insulating layer 345 is exposed to
planarize the surface of the second insulating layer 344
where the second through hole conductive material 165 is
exposed. Then, an insulating area made of the surface of the
second insulating layer 345 in this state and a conductive
area made of the top end surface of the second through hole
conductive material 165 become a second bonded surface
Sb.

After the first and second bonded surfaces Sa', Sb' being
formed as described above, these bonded surfaces Sa', Sb'
are surface-treated. That is, the first and second bonded
surfaces Sa', Sb' are activated. Then, as shown in FIG. 19,
the lower layer portion 31a and the upper layer portion 316
are arranged opposite to each other such that a space 38 is
formed between the first non-bonded surface Sa' and the
second non-bonded surface Sb' and also the insulating area
of the first bonded surface Sa' and the insulating area of the
second bonded surface Sb' are matched and the conductive
area of the first bonded surface Sa' and the conductive area
of the second bonded surface Sb' are matched in a vacuum
or in an atmosphere of an inert gas. Then, solid state bonding
of the first through hole conductive material 16a and the
second through hole conductive material 165 is caused and
also a hydrogen bond of the periphery of the first insulating
layer 34a and that of the second insulating layer 344 are
caused by applying the pressure welding loads F, F to the
first semiconductor wafer 21a of the lower layer portion 31a
and a second semiconductor wafer 216 of the upper layer
portion 315 under a low temperature condition of about, for
example, 150° C. Then, the bonded semiconductor wafers
21a, 215 are heat-treated at about, for example, 400° C. In
this manner, the first through hole conductive material 16a
and the second through hole conductive material 165 are
bonded by a metallic bond and the first insulating layer 34a
and the second insulating layer 345 are bonded by a covalent
bond. Because the conductive area of the first bonded
surface Sa' is convex with respect to the insulating area of
the first bonded surface Sa' in the surroundings, solid state
bonding of the first through hole conductive material 16a
constituting the conductive area of the first bonded surface
Sa' and the second through hole conductive material 165
constituting the conductive area of the second bonded sur-
face Sb' can reliably be achieved. Then, a portion of the first
through hole conductive material 16a and a portion of the
second through hole conductive material 165 are bonded to
each other by solid state bonding are arranged inside the
space 38.

Then, as shown in FIG. 20, the lower layer portion 31a
and the upper layer portion 315 are cut along the dicing line
D in the final process. Accordingly, a plurality of semicon-
ductor devices 30 is manufactured collectively. In the semi-
conductor device 30 manufactured as described above, the
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space 38 is formed in the non-bonded area NJ of the first
insulating layer 34a and the second insulating layer 345 and
the space 38 is surrounded by the bonding areas J of the first
insulating layer 34a and the second insulating layer 345.

In the method for manufacturing the semiconductor
device 30 and the semiconductor device 30 according to the
second embodiment described above, after the first through
hole conductive material 16a as a conductive layer of the
lower layer portion 31a being projected from the first
non-contact surface provided in the surrounding first insu-
lating layer 34a in a convex form, the first through hole
conductive material 16a and the second through hole con-
ductive material 165 slightly dented and made lower than
the surface of the second insulating material 345 with the
dishing portion 265 formed thereon are bonded by solid state
bonding. Thus, even if the dishing portions 26a, 265 are
formed on the top end surface of the first through hole
conductive material 16a and the top end surface of the
second through hole conductive material 165 by the CMP
method, these through hole conductive materials can reli-
ably be bonded. Therefore, electric bonding of the first
through hole conductive material 16a¢ and the second
through hole conductive material 1656 can reliably be
achieved and the semiconductor device 30 superior in reli-
ability can be manufactured.

Also in the method for manufacturing the semiconductor
device 30 and the semiconductor device 30 according to an
embodiment, when the lower layer portion 31a and the
upper layer portion 315 are bonded, the periphery surface of
the first insulating layer 34a of the lower layer portion 31a
and the periphery surface of the second insulating layer 345
of the upper layer portion 315 are bonded by solid state
bonding. Then, the first through hole conductive material
164 and the second through hole conductive material 165 are
mutually bonded by solid state bonding inside the non-
bonded area NJ (inside the space 38 between the first
insulating layer 34a and the second insulating layer 344)
surrounded by the bonded areas J of the first insulating layer
34a and the second insulating layer 34b. Thus, in the
manufactured semiconductor device 30, the first through
hole conductive material 16a and the second through hole
conductive material 165 mutually bonded by solid state
bonding are arranged in the space 38 so as to be surrounded
by the bonded areas J of the first insulating layer 34a and the
second insulating layer 34b. Therefore, defects of the first
through hole conductive material 16a¢ and the second
through hole conductive material 1656 by intrusion of a
chemical from outside the semiconductor device 30 can be
suppressed from arising and at the same time, in the dicing
process, the first insulating layer 34a and the second insu-
lating layer 34b are also suppressed from being damaged
(chipped). Therefore, when compared with the semiconduc-
tor device 100 manufactured by the manufacturing method
according to the comparative example described above, the
semiconductor device 30 more superior in reliability can be
manufactured with high yields.

In the method for manufacturing the semiconductor
device 30 and the semiconductor device 30 according to the
second embodiment, the first through hole conductive mate-
rial 16a is projected by only a partial area of the first
insulating layer 34a of the lower layer portion 31q as the first
portion being selectively etched and the second through hole
conductive material 165 is not projected without the second
insulating layer 345 of the upper layer portion 315 as the
second portion being selectively etched, but the first portion
may be set as the upper layer portion 315 and the second
portion may be set as the upper layer portion 31a. That is,
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the second through hole conductive material 165 may be
projected by only a partial area of the second insulating layer
345 of the upper layer portion 315 being selectively etched
and the first through hole conductive material 16a may not
be projected without the first insulating layer 34a of the
lower layer portion 31a being selectively etched. Even such
a manufacturing method can achieve effects similar to those
of the method for manufacturing the semiconductor device
30 and the semiconductor device 30 according to the present
embodiment.

While certain embodiments have been described, these
embodiments have been presented by way of example only,
and are not intended to limit the scope of the inventions.
Indeed, the novel embodiments described herein may be
embodied in a variety of other forms; furthermore, various
omissions, substitutions and changes in the form of the
embodiments described herein may be made without depart-
ing from the spirit of the inventions. The accompanying
claims and their equivalents are intended to cover such
forms or modifications as would fall within the scope and
spirit of the inventions.

In each of the above examples, for example, the resist
layer 27a used as a mask in the process of etching the first
insulating layer or the second insulating layer is formed, as
shown in FIG. 7, in a grid-like shape along the dicing line
D. However, the resist layer may not necessarily be formed
as described above. A modification of the resist layer will be
described below.

FIG. 21 is a plan view when the first semiconductor wafer
21a on which a resist layer 47 according to the modification
is formed is viewed from above and FIG. 22 is a plan view
schematically showing the bonded area J and the non-
bonded area NJ of the first insulating layer and the second
insulating layer when the lower layer portion and the upper
layer portion are bonded by solid state bonding in a process
after the resist layer 47 according to the modification is
formed.

As shown in FIG. 21, the resist layer 47 may be provided,
in addition to being provided along the dicing line D on the
surface of the first insulating layer 14a (34a), further along
the circumference of the first semiconductor wafer 21a on
the surface of the first insulating layer 14a (34a). When the
resist layer 47 is applied to the manufacturing method of a
semiconductor device according to the first embodiment, the
resist layer 47 is provided, in addition to being provided in
a grid shape along the dicing line D, further along the
circumference of the second semiconductor wafer 215 on
the surface of the second insulating layer 145. If the resist
layer 47 is formed as described above, as shown in FIG. 22,
the bonded area J of the first insulating layer 14a (34a) and
the second insulating layer 145 (34b) is provided, in addition
to being provided in a grid shape along the dicing line D,
further along the circumference of the first and second
semiconductor wafers 21a, 215 and the non-bonded area NJ
of the first insulating layer 14a (34a) and the second
insulating layer 145 (34b) is surrounded by the bonded areas
I

Also in the manufacturing method of a semiconductor
device manufactured by undergoing the process to form the
resist layer 47 according to the modification described above
and the semiconductor device, effects similar to those of the
methods for manufacturing the semiconductor devices 10,
30 the semiconductor devices 10, 30 according to the above
embodiments can be achieved.

In addition to the modification of the resist layer described
above, for example, the conductive layer (conductive area
constituting the first and second bonded surfaces) projected
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from the surface of the first and second insulating layers 14a
(34a), 145 (34b) by etching these insulating layers 14a
(34a), 145 (34b) may be a conductive material other than the
through hole conductive materials 16a, 165, for example,
wires.
What is claimed is:
1. A method for manufacturing a semiconductor device
comprising:
forming a first interconnection layer on a first substrate,
the first interconnection layer having a first conductive
layer and a first insulating layer which are exposed
from a surface of the first interconnection layer;

forming a second interconnection layer on a second
substrate, the second interconnection layer having a
second conductive layer and a second insulating layer
which are exposed from a surface of the second inter-
connection layer;

forming a first resist layer on a predetermined area of a

surface of the first insulating layer exposed from the
surface of the first interconnection layer;

forming a first non-bonded surface on the surface of the

first insulating layer by making a partial area of the
surface of the first insulating layer lower than a surface
of the first conductive layer by etching the first insu-
lating layer exposed from the first resist layer, the
partial area containing surroundings of the first con-
ductive layer; and

electrically connecting the surface of the first conductive

layer and a surface of the second conductive layer and
also bonding the surface of the first insulating layer
excluding the first non-bonded surface and a surface of
the second insulating layer.

2. The method for manufacturing a semiconductor device
according to claim 1, wherein the surface of the first
insulating layer excluding the first non-bonded surface and
the surface of the second insulating layer are bonded such
that a space is formed between the first non-bonded surface
and the second insulating layer.

3. The method for manufacturing a semiconductor device
according to claim 2, wherein the space is formed by the first
non-bonded surface and the second insulating layer being
spaced and bonding the surface of the first insulating layer
excluding the first non-bonded surface and the surface of the
second insulating layer.

4. The method for manufacturing a semiconductor device
according to claim 3, wherein a portion of a conductive
material formed by the surface of the first conductive layer
and the surface of the second conductive layer being bonded
is arranged inside the space.

5. The method for manufacturing a semiconductor device
according to claim 1, wherein

the first substrate is a first wafer and the second substrate

is a second wafer; and

the first resist layer is formed on a dicing line on the

surface of the first insulating layer.

6. The method for manufacturing a semiconductor device
according to claim 1, wherein

the first substrate is a first wafer and the second substrate

is a second wafer; and

the first resist layer is formed on a dicing line on the

surface of the first insulating layer and along a circum-
ference of the first wafer on the surface of the first
insulating layer.

7. The method for manufacturing a semiconductor device
according to claim 1, wherein

a second non-bonded surface is formed on the surface of

the second insulating layer by making the partial area
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containing the surroundings of the second conductive
layer of the surface of the second insulating layer lower
than the surface of the second conductive layer; and

the surface of the first conductive layer and the surface of
the second conductive layer are electrically connected
and the surface of the first insulating layer excluding
the first non-bonded surface and the surface of the
second insulating layer excluding the second non-
bonded surface are bonded.

8. The method for manufacturing a semiconductor device
according to claim 7, wherein the surface of the first
insulating layer excluding the first non-bonded surface and
the surface of the second insulating layer excluding the
second non-bonded surface are bonded such that a space is
formed between the first non-bonded surface and the second
non-bonded surface.

9. The method for manufacturing a semiconductor device
according to claim 8, wherein the space is formed by the first
non-bonded surface and the second non-bonded surface
being spaced and bonding the surface of the first insulating
layer excluding the first non-bonded surface and the surface
of the second insulating layer excluding the second non-
bonded surface.

10. The method for manufacturing a semiconductor
device according to claim 9, wherein a portion of a conduc-
tive material formed by the surface of the first conductive
layer and the surface of the second conductive layer being
bonded is arranged inside the space.

11. The method for manufacturing a semiconductor
device according to claim 7, wherein

the first non-bonded surface is formed by forming a first

resist layer on a predetermined area of the surface of the
first insulating layer exposed from the surface of the
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first interconnection layer, and making the partial area
of the surface of the first insulating layer lower than the
surface of the first conductive layer by etching the first
insulating layer exposed from the first resist layer, and

the second non-bonded surface is formed by forming a
second resist layer on a predetermined area of the
surface of the second insulating layer exposed from the
surface of the second interconnection layer, and making
the partial area of the surface of the second insulating
layer lower than the surface of the second conductive
layer by etching the second insulating layer exposed
from the second resist layer.

12. The method for manufacturing a semiconductor

device according to claim 11, wherein

the first substrate is a first wafer and the second substrate
is a second wafer;

the first resist layer is formed on a dicing line on the
surface of the first insulating layer; and

the second resist layer is formed on a dicing line on the
surface of the second insulating layer.

13. The method for manufacturing a semiconductor

device according to claim 11, wherein

the first substrate is a first wafer and the second substrate
is a second wafer;

the first resist layer is formed on a dicing line on the
surface of the first insulating layer and along a circum-
ference of the first wafer on the surface of the first
insulating layer; and

the second resist layer is formed on a dicing line on the
surface of the second insulating layer and along a
circumference of the second wafer on the surface of the
second insulating layer.
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